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ABSTRACT 
One effort to do the manufacturer to maintain production stability is to maintain 
equipment or machinery in order to avoid damage. Alloy wheel manufacturing 
company in Karawang is one company engaged in the manufacture casting wheel. 
High capacity alloy wheel production causes frequent high engine breakdown 
problems, especially LPM machine line that many breakdown. DMAIC (Define, 
Measure, Analyze, Improvement, Control) is a method used to analyze and improve the 
quality and process more. The study was conducted in accordance with the stages of 
the DMAIC method, ranging from defining the problem cause downtime until the 
implementation of remedial actions. The corrective actions taken in the machine 
directly, among other methods, the standardization of the materials used, repair tools 
work, and improve the skills of the operator technician. Downtime managed to come 
down and sigma value increases and the use of spare parts can be reduced after 
improvement. 
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ABSTRAK 

Salah satu upaya yang dapat dilakukan perusahaan manufaktur untuk menjaga 
kestabilan produksi adalah menjaga peralatan atau mesin agar tidak terjadi kerusakan. 
Perusahaan alloy wheel manufacture di karawang merupakan salah satu perusahaan 
yang bergerak dibidang casting wheel manufacture. Kapasitas produksi perusahaan 
alloy wheel di kawarang yang tinggi menyebabkan sering terjadi permasalahan 
breakdown mesin yang tinggi, terutama lini mesin LPM yang banyak mengalami 
breakdown. DMAIC (Define, Measure, Analyze, Improvement, Control) merupakan 
metode digunakan untuk menganalisa dan melakukan perbaikan kualitas maupun 
proses lainnya.  Penelitian dilakukan sesuai dengan tahapan metode DMAIC, mulai 
dari pendefinisian masalah penyebab downtime  sampai implementasi tindakan 
perbaikan. Tindakan perbaikan yang dilakukan di mesin lansung, antara lain metode 
yang digunakan,  standarisasi material yang digunakan, perbaikan tools kerja, dan 
meningkatkan skill dari operator teknisi. Downtime berhasil turun dan nilai sigma 
meningkat serta penggunaan sparepart dapat diturunkan setelah dilakukan 
improvement. 
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