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ABSTRAK 

 
Penulisan skripsi ini bertujuan untuk memaparkan pemanfaatan Q in Q Tunneling 

pada jaringan yang akan dibangun pada sebuah perusahaan yang bergerak dibidang 
Internet Service Provider (ISP) dan VSAT. Adapun yang menjadi latar belakang penulisan 
ini adalah sering terlewatnya pendistribusian VLAN ID yang akan didistribusikan dari Client 
Pusat ke Client Cabang dikarenakan setiap VLAN ID yang akan didistribusikan harus 
dilakukan konfigurasi pada setiap switch yang akan dilewatkan, pada masalah ini ketelitian 
Administrator Jaringan saat konfigurasi switch sangat dibutuhkan. Sehingga VLAN ID yang 
akan didistribusikan tidak terlewat. Jika terlewat salah satu VLAN ID yang didistribusikan 
maka Client tidak dapat melakukan komunikasi dengan Client tujuan, sehingga untuk 
mengatasi masalah tidak dapatnya komunikasi antar Client ini, administrasi jaringan harus 
melakukan pengecekan konfigurasi pada setiap switch yang dilewatkan olen VLAN ID Client 
tersebut, sehingga akan memakan waktu yang lebih lama dengan menggunkan mode VLAN 
seperti ini. 

Oleh karena itu penulis akan membahas mengenai Q in Q Tunneling untuk mengatasi 
masalah yang terjadi pada pembahasan diatas.  
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ABSTRACT 

 
Writing this thesis aims to describe the utilization of Q in Q Tunneling on the network 

that will dibagun on a company in the field of Internet Service Provider (ISP) and VSAT. The 
backdrop of this VLAN ID will be distributed from the Client Center to the Branch Client 
because any missing VLAN ID must be configured on each key that is passed, at this time The 
accuracy of the network administrator when switch configuration is required. So the shared 
VLAN ID is not missed. If one of the distributed VLAN ID is missed then the Client can not 
communicate with the Destination Client, to resolve this problem, the network administration 
must check the configuration of each switch that is passed by the VLAN ID Client, then there 
will be a longer time using VLAN mode like this. 

Therefore the author will discuss about Q in Q Tunneling to explore the problems that 
occur in the above discussion 
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