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ABSTRAK

Banyak manfaat yang diperoleh dengan keberadaan televisi dan radio, mengingat pentingnya informasi yang ada pada televisi dan pada saat kita berada jauh dari televisi maka pada tugas akhir ini direncanakan sebuah peralatan konverter. Perencanaan pembuatan alat ini adalah untuk memperoleh sinyal audio yang ada pada televisi sehingga sinyal audio televisi dapat di dengar atau diterima pada penerima FM broadcast (88-108 MHz) pada frekuensi tertentu. Rangkaian-rangkaian yang diperlukan pada perencanaan ini adalah rangkaian tuner TV, penguat frekuensi tengah video (VIF Amp), video detektor, video driver, penguat frekuensi tengah suara (SIF suara), FM detektor dan modulator reaktansi.

Suara yang akan diterima pada penerima FM merupakan sinyal audio mono, pemilihan channel TV atau penalaannya dilakukan secara manual dan jarak jangkauan antara konverter dan penerima FM kurang lebih 10 meter.
ABSTRACTION

Many obtained benefit with existence of radio and television, important considering of information him exist in television and at the time of us reside in far from television hence at this final duty planned by a equipments of converter. Planning of making of this appliance is to obtain;get audio sinyal exist in television so that television audio sinyal earn in hearing or accepted at receiver of FM broadcast ( 88-108 MHZ) at certain frequency. Networks needed at this planning is network of tuner TV, lasing of middle frequency of video  VIF Amp, detector video, video of driver, lasing of middle frequency of voice  Voice SIF, FM Detector and modulator of reaktansi. Voice to be accepted at receiver of FM represent mono audio sinyal, election of TV channel or his its harmonius cavity is done conducted manually reach distance and [among/between] converter and receiver of FM more or less 10 metre.
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