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ABSTRAK 

 

 P.T. XYZ yang merupakan pabrik pembutan kabel khususnya fiber optik, aseton 
digunakan untuk membersihkan dies fiber pada mesin coloring setelah proses 
pewarnaan fiber, pencucian dies dilakukan setiap kali mengganti proses pewarnaan 
fiber yang berbeda. Proses pencucian dilakukan secara otomatis, mesin akan otomatis 
mencuci dies ketika mesin selesai proses pada panjang yang telah ditentukan. Limbah 
aston bekas pencucian dies fiber mesin coloring saat ini tidak dimanfaatkan dan hanya 
dibuang, Dengan mendesain alat yang dapat mendestilasi limbah aseton memisahkan 
aseton dengan tinta berkapasitas 25 liter, diperoleh desain dengan system pemanas 
elektrik dan tabung dengan bahan stainless steel, tebal 1.2 mm, diameter 300 mm dan 
tinggi 400 mm. 
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ABSTRACT 

 

 P.T. XYZ which is a manufacturer of cable making especially fiber optic, 
acetone to clean the dies fiber in the coloring machine after the fiber coloring process. 
washing dies is done every time to replace the process of coloring different fibers. From 
the process of washing dies acetone fiber is mixed with ink so it becomes waste and 
cannot be reused. Acetone waste used for washing dies dies coloring machine is not 
used and is just thrown away. By designing an acetone waste distillation device that 
can separate acetone from ink with a simple distillation system. with a capacity of 25 
liters, with an electric heating system and a tank with stainless steel, 300 mm in 
diameter, 400 mm high and 1.2 mm thick. The frame is designed to be easily assembled 
using a 40 mm x 40 mm hollow. 
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