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ABSTRAK 

 

Penelitian ini bertujuan untuk mengetahui laju korosi yang terjadi  dan untuk 

mengetahui seberapa besar nilai kekerasan material S45C sebelum dan setelah 

terjadinya proses korosi. Objek penelitian yang digunakan pada penelitian tugas akhir 

ini adalah sampel material S45C jenis baja karbon sedang yang sering digunakan 

masyarakat maupun industri. Pengujian korosi material dengan  metode sel tiga 

elektroda menggunakan larutan NaCl, yang dilakukan dengan tiga sampel yang 

berbeda dangan variasi konsentrasi larutan 0,1 M, 0,5 M, dan 1 M. Laju korosi yang 

terjadi dihitung menggunakan metode elektrolisis polarisasi potensiodinamik dengan 

nilai potensial range -1 V hingga 1 V dengan scan rate sebesar 5 mV/s. Sedangkan 

untuk mengetahui nilai kekerasannya untuk pengujian kekerasan menggunakan 

metode Vickers Macro Hardenss dengan pembebanan 10 kg dengan beban penahanan 

10 detik. Hasil yang didapatkan dari pengujian korosi menunjukkan nilai laju korosi 

sebesar  0.00012519, 0.00014441, dan  0.00017881 mmpy secara berturut-turut. Hasil 

Pengujian kekerasan dengan mesin uji Vickers terhadap raw material S45C didapatkan 

nilai sebesar 163,39 HV. Sedangkan untuk nilai kekerasan material yang telah di uji 

korosi sebelumnya dengan konsentrasi mol NaCl yang berbeda menunjukkan nilai 

kekerasan 163.32 HV, 162.67 HV, dan 158.64 HV secara berurutan. 

Kata Kunci :  Logam S45C,  korosi, laju korosi, dan uji kekerasan. 
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HARDNESS ANALYSIS OF THE S45C MATERIAL BEFORE AND AFTER 

THE CORROSION TEST 

ABSTRACT 

 

The object of research used in this final project is a sample of S45C material, medium 

carbon steel, which is often used by the public and industry. This study aims to 

determine the rate of corrosion that occurs and to find out how much the hardness 

value of S45C material before and after the corrosion process occurs. Material 

corrosion test using the three-electrode cell method using NaCl solution, which was 

carried out with three different samples with variations in the concentration of 0.1 M, 

0.5 M, and 1 M solutions. The corrosion rate that occurred was calculated using the 

potentiodynamic polarization electrolysis method with a potential value range -1 V to 

1 V with a scan rate of 5 mV/s. Meanwhile, to determine the value of hardness for 

hardness testing using the Vickers Macro Hardenss method with a loading of 10 kg 

with a holding load of 10 seconds. The results obtained from the corrosion test showed 

the corrosion rate values of 0.00012519, 0.00014441, and 0.00017881 mmpy, 

respectively. The results of hardness testing with the Vickers testing machine on raw 

material S45C obtained a value of 163.39 HV. Meanwhile, the hardness value of the 

material that has been previously tested for corrosion with different mole 

concentrations of NaCl shows a hardness value of 163.32 HV, 162.67 HV, and 158.64 

HV, respectively. 

Keywords: Metal S45C, corrosion, corrosion rate, and mechanical tests. 
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